Marschall radio telemetry – price 2011
	TRANSMITTERS

	

	SCOUT 216 – short antenna, tail and leg mount, magnetic swich, runs forty days on a single battery, 
forty miles line-of-sight range, weighs just 9 grams with battery, 3yr warranty

	                          EU 145,-

	SCOUT UHF – 433, 434 KHz, runs 12 days on a single battery, four times the power output of the regular Scout, still weighs only 9 grams, uses a short 7-inch antenna, sixty miles line-of-sight range, comes with mag switch included, 2032 lithium coin cell battery widely available everywhere

	                         EU 190,-

	RT+ - The RT Plus is designed around the reliable 1/3N lithium battery which gives it it's unique shape and size. With its longer battery life and powerful signal, it was developed to be a primary leg mount for larger shortwings and longwings (18oz birds and up). The RT+ was the first of a new generation of transmitters with a short, safe, half-length antenna, yet still puts out more power than others still using long ones.

	                       EU 195,-

	RT UHF – Although it can be used with an existing tracking receiver on these bands, you will get the best results with a Marshall radio 433 receiver, now available as well.

	                          EU 235,- 

	POWER MAX – incorporates a low-battery indicator, accumulated run-time is approximately 60 hours with another five days left to search after the double-beep. The Power Max is the ideal transmitter for the backpack mounting method using the track pack.

	                           EU 235,-            

	MICRO – It is perfect for small specialty birds: Merlins, sharp-shinned hawks and other extremely small raptors. You can order it with a 'fine' or a 'medium' gauge antenna, depending on intended use.

	        a/ leg mount     EU 215,-

        b/ tail mount     EU 225,-                                                     

	
	

	RECEIVERS

	

	For frequencies 433, 434 HKz: 
	

	FIELD MARSHALL – 100 KHz  (100 KHz)
	                         EU 700,-

	                                      - 500 KHz  (.000 - .499 KHz)
	                         EU 800,-

	For frequencies 216 HKz
	

	FIELD MARSHALL – 800 KHz (.000 - .200KHz in 4 bands 216, 217, 218, 219)
	                          EU 800,- 


	
	

	BATTERIES

	

	RT+ 
	                             EU 4,-

	Micro 
	                             EU 3,-      

	Power Max
	                             EU 3,-

	Scout
	                             EU 3,-

	
	

	
	

	MARSHALL – ACCESSORY ITEMS

	

	signal sensor - housed in a durable weather-resistant case, internal magnet for turning transmitter ON and OFF, simple Push-button operation prevents battery drain when not in use, microprocessor-controlled signal detection algorithm. Led & Tone indicators signal that transmitter is operational. Led & Tone indicators signal that tester battery is functioning, lanyard attachment point to prevent loss in the field.

	                            EU 35,-    

	Omni antenna (magnetic roof mount) - Falconers have used OMNI's for many years to determine proximity from inside a moving car as they cover an area tracking their birds. This model is a higher quality version with slightly more gain and stronger mag mount. Comes with 10 foot coax cable.

	                            EU 55,-

	Cigarette lighter DC adapter
	                          EU 8,-

	Additional transmitters antenna
	                          EU 8,-

	Additional lids for transmitters
	                          EU 14,-

	TrackPack reinstall Kit 
	                          EU 15,-

	TrackPack Mounting System
	                          EU 30,-

	Machined Aluminum Tail Piece
	                          EU 9,-

	Magnetic Swich
	                          EU 9,-

	Tail Piece Instalation tool
	                          EU 35,-      


